




Anthem Room Correction (ARC): The Power to Engineer Your Room

The Power to Engineer Your Room
with Anthem Room Correction (ARC) 

Sound in Disorder Sound in Order

Surfaces such as windows, furnishings, and the geometry of 
the walls, floor, and ceiling add unwanted resonance and col-
oration, making the bass either boomy or less punchy, voices 
less natural, and the dialogue less intelligible.

Anthem Room Correction measures each speaker’s output 
relative to the listening area, then through a series of calculations, 
adjusts its output. Not only does ARC correct peaks and dips in a 
speaker’s frequency response, but it also preserves the beneficial 
acoustic attributes of a room.

At Anthem, we like to take things one step further. Rather than 
just designing a processor, we want to engineer your room. With 
the most advanced implementation of our award-winning ARC 

Genesis room correction, professional calibration of your system 
can be achieved with the click of a button while still offering 
advanced functionality to refine the sound to your personal taste.

Anthem Remote App 
Early Access / Public Beta

Gain unprecedented command over your network-enabled 
Anthem A/V Receiver, Processor or Pre-amplifier. 

The Anthem Remote App uses a Wi-Fi connection to simplify the 
configuration of supported Anthem devices. App-based controls 
include volume level, muting, input selection, power, listening 
modes, bass, treble, level trims, menu navigation, and Anthem 
Room Correction (ARC) control.

Anthem App Version 2.7 Anthem App Version 3.1 
(Testflight required)
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All specifications are subject to change without notice. *Including Wi-Fi antenna and no power cord.  

Anthem, ARC, Sonic Frontiers, and Paradigm are trademarks or registered trademarks of Paradigm Electronics Inc. All rights reserved. 

All other trademarks are the property of their respective owners. 
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MRX 1140 | 140W 
15.2 PROCESSOR WITH  
11 AMPLIFIER CHANNELS

MRX 740 | 140W 
11.2 PROCESSOR WITH  
7 AMPLIFIER CHANNELS

MRX 540 | 100W 
7.2 PROCESSOR WITH  
5 AMPLIFIER CHANNELS

PREAMPLIFIER CHANNELS 

Maximum Output (<0.1% THD) 5.2 VRMS, 7.1VRMS 5.2 VRMS, 7.1VRMS 5.2 VRMS, 7.1VRMS

Frequency Response 20Hz - 30KHz +/-0.2dB 20Hz - 30KHz +/-0.2dB 20Hz - 30KHz +/-0.2dB

Frequency Response, Analog-Direct N/A N/A N/A

THD+N (4 Vrms output) * † -100 dB -100 dB -100 dB

S/N Ratio (4 Vrms output, IEC-A filter) 110 dB 110 dB 110 dB

POWER CONSUMPTION 

Typical Load 570 W 485 W 365 W

Standby 0.3 W 0.3 W 0.3 W

Standby IP Control Enabled 1.8 W 1.8 W 1.8 W

Standby 4.9 W 4.9 W 4.9 W

DIMENSIONS 

Height (without feet)* 6” (15.24 cm) 6” (15.24 cm) 6” (15.24 cm)

Height with Rackmount Kit 4U	 4U	 4U	

Width 17” (43.18 cm) 17” (43.18 cm) 17” (43.18 cm)

Depth 14-1/2” (36.4 cm) 14-1/2” (36.4 cm) 14-1/2” (36.4 cm)

Integration ReadySmart Engineering
At Anthem, we pride ourselves on playing nice with others, 
no matter the ask. As a result, we’ve made the Anthem MRX 
Receivers the ultimate nerve centers for any home theatre or 
media room by treating ease of integration as a top priority. The 
Anthem MRX Receivers feature RS232 Serial and IP control 
capabilities for easy customization and compatibility with 
common third-party integration solutions.

At Anthem, we have a straightforward goal – to design, engineer 
and manufacture audio/video products that deliver performance 
and convenience at a reasonable price. We do this by spending 
thousands of hours selecting and testing components, carefully 
designing our own circuit topologies, and backing them with 
robust power supplies that ensure maximum long-term quality 
and reliability.


